WO# 12.53/97 Page 1 of 3

Mainline witch Inspection Repor mi-Annual
Date 4 RAI-/3 Inspection Crew Zé@ S ES 5D
Watchman 7/ 7.7

1 Location ‘ EZn e 22 Standard Joi
2 Switch I.D. # LA Sy R(ONA)
23 Switch Plates

3 Facing v Trailing
S)Y R
Rail Points ~ ) 24 Adjustable Braces
4 Point to Point 5 / 'JZ;{ 'Y R NA
24a-Non-Adj € Braces

5 Point Condition

6P Yt R Nothing less than 4 inches or greater than § inches, Sy ‘R NA

oln W,
. T}fz Min,3 172 inches on house top point protected o e
6a Point Opening 'Y R NA

N 5 R 26 #1 Rod (Basket Rod)
7 Fit 'Y R

&Y R 27#2Rod
8 General Condition of the Points SSY R /

Y R 28#3Rod ~ ‘
Gage SYRN
Heel of Switch_ 3 29#4Rod V] 4
9Main s ¢ /5 SY R NA
10 Tumout 52 7y ‘ 30 Closure Rail
11 Gage ahead of Bend .jé{/z Y R
Must not be legs than 56 inches or 31 of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Tumout éj/fl{“*
I3 Main__ 4 /3
Stock Rail
1

4 Bend
Y R
15 Condition

v r

Bolts D
16 Loose N/A

17 Missing __MQ__“_‘ N/A

Rivets (Huck Bolts) —
N/A

18 Loose

19 Missing 0 2
20 Cotter Pins Missing . N/A
21 Jam Nuts L ___6 . _N/A

2la Washers / Q __'V”'Broken_‘:Missing,__

Remarks on page
GMIC 11-10-201 1

sing a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Block Ties
'Y R
33 Switch justments

Yes
34(ication
35 h [Pry L
witch Targets/ amps
Missing

Broken‘_Missingh‘_.

Ok Brokcn_m_Missing_ o
38<3neral Condition

39 lated Joints
Y R

39a Regular Joints

(Y R






Mainline rog In ion R
50 Location _ Cryp 5 70/
50a Switch ID_# ! A
51 Facing . Trailing
52 Frog Tread SYR
SYR
53 Frog #
54/79 Point Condition
®YR
55 Condition of Frog
YR
56 Surface of Frog
(S'Y R
3
57 Throat inInches 3 7 §
72 Flangeway Depth 2 7
Flangeway Depth must not be less than 1 %>
SEFy

58 Main Track
59 Turmout Track XA Z 2

Gage must not be less than 56> any class

60 Guard Rail Gage N 54 /)¢ R 57 /A

Guard Rail Gage mus¢ Mmore than 54 3/8»
61 Back ToBack N |, A7y R 555

Back to Back Gage must be less than 53 1/8»
62 Condition

Y
65 A urmout Track
S'Y R NA

Class 1 Gage 56” to 57 14>

More than 57 %” Out of Service
Class 3 Gage 56" 1o 577

More than 57~ to 57 v» downgrade to
Class 2 and getsg Y

Remarks on pa 3
GM/IC 11-10-201]

mi-Ann

Ti
66 Condition
Y R NA
7 Rail Movement
/S YR NA

68 Lead
S Y RNA
69 Guard Rajl F] eway s
SYRN mﬁ/ﬁ R_/ 7 7
Guard Rail Flangeway can not be less 1 45”
70,6 Rail Plates
Y R NA

71 Frog Plates
Y R N/A

22 N/A
(] N/A
Rivets (Huck)

e
75 Loose —~  (NA
76 Missing /2
77 Nuts Missing 7> /A
78 Cotter Pins Missing ¢ N/A
79 Washe; ' Broken\MissingN N/A

B@dd Down Deviceg

6

Bolts
73 Loose
74 Missing

Y R N/A
81 Spring Hy sing
S Y RN
82 Derails ‘

S YR

83 Maximum diffgrengg in any 31’ jn Cross
Level on the siding from the Frog Point to
é%(/—bl—LL&__g__

84 Condition of Line thry entire turnout
SYR






All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.

Everything is class 3 for Mainline and class 1 for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: Date:
-

11-10-2011

—_—






Mainline Switch Inspection Report §gmi-Annygl WO L2557YF Page | of 3

Date -2~/ 3

Inspection Crew 7 7 n /S50

Watchman /cv 7.0
I Location (¥ 47 4

2Switch D # _— 74

e 22 Standard Joi
SY RN

3 Facing . Trailing

Rail Poin .
4 Point to Point .5 +¢_
5 Point Condition

Y R Nothing less than 4 inches or greater than § inches.

23 Switch Plates
Y R
24 Adjustable Braces
é@ Y R NA
24a Non-Adjustable Braces
SY R@

6 I]:J 0'52/1/;""0""' Min R'? 172 inches on house top point protected 35 Rod
6a Point Opening Y R NA
N_¥Y3/9 ~ R 26 é‘ Rod (Basket Rod)
7 Fit Y R
S Y R 2742 Rod
8 General Condition of the Points Y R
ﬁg@ Y R 28 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9 Main 4 % , , Y R NA
T 56 _ 30 Closure Rail
10 Turnout 5237, (573 Sure

11 Gage ahead of Bend

Must not be legs than 56 inches or 3 l&uﬁu of Switch
Y R

more than 57 inches for “S”

12 Heel Spread in Inches
Tumout ¢ 39
I3 Main__ £ 7/¢

Stock Rail
14 Bend

® v r
15 Condition
@('; Y R

Bolts =
16 Loose V4 N/A

17 Missing O __ NA

Rivets (Huck Bolts) @
/A

18 Loose o
19 Missing /A )

20 Cotter Pins Missing O
21 Jam Nuts Log, N S
2la Washers @ Broken_

Remarks on page
GMIC 11-10-201]

Using a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Block Ties
Y R
33 Switch "!'ustments
Yes ('No
34 rication

Dry
35 Switch T: argets/Lamps
Ok Missing (S/X;
36 Latches
@ Broken___Missingﬁ_s_

37
Ok Broken Missing
38 General Condition

N/A Y R
_N/A 39 Insulated Joints
___Missing 'Y R

39a Regular Joints
S'Y R






53 Frog #
54/79 Point Condition
SYR

55 Condition of Frog
SYR

56 SurfaceofFrog
SYR

57 Throat in Inches

3%
72 Flangeway Depth *V5

Flangeway Depth must not be less than 1 1>

58 Main Track 57 5/,
59 Turnout Track 54 3 A
Gage must not be less than 56> any class

‘ ~0 s 5T
60 Guard Rail Gage N 544 R 54/5//,/5’
Guard Rail Gage must more;han 54 3/8»

61 Back To Back N 4 J2 Y,
Back to Back Gage must be less than 53 1/8»

62 /Condition
(YR

63 @ocation of Guard Rail (Relation to Point)
S)YR

uar il Clamps
64/Main T
SY
65 Turnout Track

Class 1 Gage 56” to 57 14
More than 57 %” Out of Servicg
Class 3 Gage 56” to 577

More than 577 to 57 " downgrade to
Class 2 and getsa Y

Remarks on pa e
GM/IC 11-10-201 |

mi-Ann

Ti
66 _Condition
Y R NA
67 Rail Movement
Y R N/A

68 Lead

(S Y RNA

69GuardRaﬂFl, eway (5,
SYRN/7 'R /7

Guard Rail Flangeway can not be less 1 44~

70 Rail Plateg
é“{:m R N/A
7 @ogPlaws

Y R N/A

Botts
73 Loose [ NaA

74 Missing ©  NA
Rivets (Huck) :
75 Loose . (N/A)
76 Missing N/A
77 Nuts Missing 7> N/A
78 Cotter Pj Missing N/A
79 Washers Broken“__Missing_____ N/A

80 Jold Down Devices
Y R N/A

82 Derails
S Y RAUA
83 Maximum ifference in an 31’ in Cros

Level on the siding from the Frog Point to
5;% ’ beyond the Jast long tie

' Difference

84 Condition of Line thry entire turnout
SYR






Remarks

[= (4’ 774 ;4/?2 Vi DeR ]'Ck’_of;

=0T 3 Wg (o9 1w ThiwAT I
D= 10030 S0 e SRS vipep Fres —
(-7 7 777 fez vl e —
L2027 7 2o —

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ] for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Oyt of Service,

N/A Not applicable or not measurable,

Reviewed by: Date:
-

11-10-2011






Mainline witch Inspection R
Date S RAR=/3

Watchman /0.7

I Location (277 Of7n e
2 SwitchI.D. & # il

3 Facing ___Trailing

Rail Pointg %

4 Point to Point_ 5/ 7

5 égn’m Condition
,Y R Nothing less than 4 inches or greater than S inches,
6 I]:J 01'2[%;' Min R‘ 172 inches on house top point protected

6a Point __%Z ning
N _ &7 R

7 Fit

Oy R

8 General Condition of the Points

YR

Gage

Heel of Switch 3/

9 Main__ 54 /4

10 Tumout _5°4 7% s

11 Gage ahead of Bend 4 /
Must not be legs than S6 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout ¢ }’z

13Main_ 4 74/~

Stock Rail
14 Bend

Y R
15 Condition
S'Y R

Bolts
6Loose O nja

17 Missing O NA

Rivets (Huck Bolts)

18 Loose Qv
19 Missing /A

20 Cotter Pins Missing O N/A
N/A

21 Jam Nuts Loose U
2la Washers Broken p Missing__e__

Remarks on page
GMIC 11-10-201]

24 Adju

WO 25477

I Semi-Annual Page 1 of 3
Inspection Crew L. 7% /1 /"//m/zf

22 Standard Jeints
S Y R(N
23 gjwitch Pla

Y R
ole Braces
'Y R NA
24a Non-Adjustable Braces
S Y RKA)
25 Rod
Y R NA
26 @ Rod (Basket Rod)
YR
27 #2 Rod
S)Y R
28 #3 Rod
SSY R NA
29 #4 Rod
Y R NA
30 Closure Rail
Y R

31 Surface of Switch
Y R

Using a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” ¢ 1 3/4”
For a R, Great than 13/4” is Out
of Service
32/Head Block Ties
Y R

33 Switch Adjustments
Yes @
34 Lubrication
Dr
35 Switch Targets/Lam
Ok Missing (N/A)
atch

Broken‘__Missing__k,

39 §ulated Joints
S/Y R

39a Regular Joints
G






Mainling rog In i

50 Location 049 v
50a Switch I D, #

51 Facing @@)
52 Frog Tread N (S)Y R
R

S}R (S'Y

53 Frog #
54/79f1>o' t Condition
SOR

55 Condition of Frog
SY R
56 Surface of Frog
YR

2
57 Throat in Inches 3 /7
72 Flangeway Depth 2 75
Flangeway Depth must not be less than 1 1~

58MainTrck _ 54 7%
59 Tumout Track 3¢ 7 &
Gage must not be less than 56> any class

/,
60 Guard Rail Gage N fz/z R_5Y72
Guard Rail Gage must Mmore than 54 3/8>
61 Back ToBack N 4, /2 R L2 57%
Back to Back Gage must be less than 53 1/8»

62 Condition

YR
63 é,ocation of Guard Rail (Relation to Point)
YR

uar il Cl
64 in Track
Y R N/A

65 Turnout Track
@ Y R N/A

Class 1 Gage 56” to 57 »”»
More than 57 %4” Out of Service
Class 3 Gage 56” to 57”7

More than 577 to 57 v,» downgradg to
Class 2 and getsaY

Remarks on pa 3
GM/IC 11-10-201]

Page2 of 3

69 Guard Rajl Fi eway ) 7/
R /7%

SYRN/
Guard Rail Flangeway can not be less 1 4”
70 gua.rd Rail Plates
'Y R N/A
71 Frog Plates
Y R N/A

Bolts )
73 Loose N/A
74 Missing D N/A
Rivets (Huck) :

75 Loose N/A
76 Missing (N/A)

77 Nuts Missing D NA
78 Cotter Pins Missing 'O N/A
79 Washers@ Broken 0 Missing © N/A

—

80 Hold Down Devices

S R N/A
81 Spring Houysj

S'Y RN,
82 Derailg

S YRR

83 Maximum Qiffgrengg in any 31’ in Cross
Level on the siding from the Frog Point to
“.bevond the | long tie
Difference

84 Conditén of Line thry entire turnout
YR






Remarks
Page3 of 3

R-H 5w f7 574w//ﬁ)j; qf sF PT
[ _Locie 5CRew SPKE e oo T :
(177 77w ez L e T oy

Loy 77 BI7EGD  Z7 35 R

¢ MTA Field Guide for Track Inspectors updated April 2006 edition.

Everything is class 3 for Mainline and class 1 for the Yard.
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Oyt of Service.

N/A Not applicable or not measurable.

Reviewed by: Date;
[ —_—

11-10-2011






ction Report Semi-Annual WO# L Z3 740 Page 1 of 3

Mainline witch In
Date Y22~/ 3 Inspection Crew £ Jyz / /V(’,/fawc/
Watchman_ K79, 7
I Location (777 o g7 o 22 Standard Joints
28witchID # _ _7-4 R N/A
3 Facing__ " Trailing 23 Switch Plates
SY)Y R
Rail Pointg i 24 Adjustable Braces
4 Point to Point 5 o/ Y R NA
5 Point Condition 24a Non-Adjustable Braces
p g ok Tl'l}ro Nothing less than 4 inches or greater than § inches, S Y R (VA
oin w, i
N 422 Minﬁl 172 inches on house top point protected 35 F Rod
6a Point Opening Y R NA
N _¥75 R 26@ Rod (Basket Rod)
7 Fi Y R
éﬁ YR 27 6 Rod
8 Ge ¢ral Condition of the Points Y R
S R 28 #3 Rod
Gage Y R NA
Heel of Switc g 29 #4 Rod
O Main  £2/ | Y R NA
10 Tumout 52 4> y 30 Closure Rail
11 Gage ahead of Bend 5 £ Y4 'Y R
Must not be legs than S6 inches or 31 of Switch
Y R

more than 57 inches for “S”»
12 Heel Spr in Inches
Turnout 72,

13Main 4 7., Vg

Stock Rail
14 Be
2T
Condition
é Y R

Bolts

16 Loose &) N/A

17 Missing (O NA

Riy Huck Bolts
18 Toose "0 (3,2

18 Loose |

19 Missing () N72

20 Cotter Pins Missing 0 N/A

21 Jam Nuts Loose e Y N/A

2la Washers @ Broken 7|/ Missing O

Remarks on page
GMJIC 11-10-2011

Using a 62’ cord, not over
1”t011/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
S'Y R
33 Switch Adjustments
Yes (N

34@hﬁcation
Dry
35 Switch T; argets/Lam
Ok Missing  ( N__[D

36 Latches
0]’ Broken“_Missing__q

37 Locks

0 Broken_ Missing
38 General Condition

YR
39 @f.ulated Joints

'Y R

cgular Joints
Y R

393



S



In ion R mi-Ann Page2 of 3

Mainline r
50 Location_ 0 85 /"2 nout Ti
50a Switch I.D_ # 3 66 Condition
5lFacing—, Trailing Y R NA
52 Frog- Tread@) @Y R 67 Rail Movement
R SYR (S YRNA
53 Fl'Og # i 7
54/79 Point Condition 68 Lead
st (S'Y RNA
35 Condition of Frog 69.Guard Rail Flangeway 7,
s@la (SYRNR7 r /7Y
56 Surface of Frog Guard Rail Flangeway can not be less 1 %~
(SYR | 706;39“ Rail Plates
{ SYR N/A
37 Throat i Inches 3 /- 71 Frog Plates
72 Flangeway Depth 7% Y R N/A
Flangeway Depth must not be less than 1 1>
58 MainTrack 5 (5776 73 Loose D Na
74 Missing 2 N/A

59 Tumout Track 5 6 Uy

Gage must not be less than 356> any class
. e G Quas
/
N

60 Guard Rail Gage N .54 57 R 54 5/3/ 75 Loose
Guard Rail Gage must more ‘than 54 3/8» 76 Missing
6l Back ToBack N 527, R 4 i 77 Nuts Missing__ /> g\/;
' __ A

Back to Back Gage must be less than 53 1/8» 78 Cotter ;@kjs\Missing
i Ok Broken Missing " N/A

62 Condition 79 Washers/ O] .
S’Y R -
63 /Location of Guard Rail (Relation to Point) 80 Hold Down Devices
S Y)R N/A

i:;Y R
Gua g_ Rail Clamps 81 Spring Hous
64 Main Trac SY R@>
% Y RN/ 82 Derails ‘
65 Turnout Track SY ﬁ@
éﬁg Y R N/A 83 Maximum difference in any 31’ jn Cross
Level on the siding from the Frog Point to
\\—g_\_g\_

0’ beyond th, last long tje
Difference

Class 1 Gage 56” to 57 14
More than 57 1;» Out of Servic

Class 3 Gage 56” to 577
More than 577 to 87 v4» downgrade to
Class 2 and getsaY

Remarks on pa ed
GM/IC 11-10-201]

84 Condition of Line thry entire turnoyt
é’é Y R






VY
Ll G Pr U e
R+ CoRVE S /Qf?// (éﬁr?Vfﬁ‘frﬁa;
) LIIRE  Ird R o B A<

Lok Z ] 3 50 T
L 197 Trmbes o P ER /’:zé’@g Rett®) v pen

7/!‘63-’?’\(’/

Al /Qﬁ/}s [ KHeoe jm 5{?/7" /OouSF’
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.

Everything is class 3 for Mainline and class | for the Yard,
S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: Date:
- -_—

11-10-2011






Mainline witch Inspection Report Semi-Annual WO# LOA 22/ 7 Page | of 3 _
Date YA~ oy 7 Inspection Crew  £.747/; ot
Watchman [« GRS hurr
1 Location /77 . L 22 Standard Joints
2 Switch I.D. R_ 294 S)Y R NA
3 Facing " Trailing 23 Switch Plates
Y R
Rail Points - 24 Adjustable Braces
4 Point to Point 5/ % 5 YR NA
5 Point Condition 24a Non-Adjustable Braces
Y R Nothing less than 4 inches or greater than S inches, S Y R @
6 Il: omt}/'hrow, Min RJ 172 inches on house top point protected 25 Front R
6a Point Opening (9 Y R NA
N_S“4 R 26&1 Rod (Basket Rod)
7 Fit Y R
é Y R 27 #2 Rod
8 General Condition of the Points @ Y R
éﬁ Y R 2843 Rod
Gage S R NA
Heel of Swit h/ 7 29 #4 Rod
9Main_$¢6 /¢ S(Y R NA
10 Tumout ¢ 97« o 30 Closure Rail
11 Gage ahead of Bend S ( '/, S Y R
Must not be legs than S6 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches
¢ 57?

Turnout _
I3Main__ 6 772

Stock Rail
14 Bend

Y R
15 Condition
Y R

Bolts
16 Loose (0 N/A

17 Missing O ~ N/A

Rivets (Huck Bolts)
5] _ N/A

18 Loose
19 Missing  p N/A
20 Cotter Pins Missing O

21 Jam Nuts Log e
21a Washers @}

N/A
N/A

“.Broken_\ﬂMissing’ ‘

Remarks on page
GMJC 11-10-201]

Using a 62’ cord, not over
1”to11/2” foray and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

(Y R

33 Switch
Yes

34 Lubricati
Ok

35 Switch T argets/Lamp
Ok Missing
36 Latches
/(‘)fa( Brokcn__Missing_g__
37 Eocks
LOQ Broken Missing
38 eneral Condition
S'Y R
39 dnsulated Joints
SYR
39a-Regular Joints

9 Y R

justments






mi-Ann Page2 of 3

Mainline rog In ion R
50 Location /.2 1/ r Ti
50a Switch LD # .7 Y 66 Condition
51 Facing - Trailing Y R NA
52 Frog Tread@ SYR 67 Rail Movement
R S YR Y R N/A
53 Frog# __ % i
54/796%01'nt Condition 681
YR Y R NA
35 Condition of Frog 69 Guard Rail Flangeway /.-
DY R @YRN[Z& Rz/lé
56 iSurface\ of Frog Guard Rail Flangeway can not be less 1 %
SYR ﬂ@urd Rail Plateg
By Y R NA
57 Throat in Inches 3/ 2- 71 Frog Plates
72 Flangeway Depth EN G Y R N/A
Flangeway Depth must not be less than 1 1>
Bolts »

58MainTrack 54 % 73 Loose € N/
59 Turnout Track 56 71 74 Missing £ _N/A

Gage must not be less than 56> any class
Guard Rails — Rivets (Huck)
o Cuard Rail Gage N §99% g 54, Sloose , ____ (nja)
Guard Rail Gage must more than 54 3/8” 76 Missing Y, N/A]
OlBack ToBack N _5J /)y g 52 "/ 77 Nuts Missing D “N/A
Back to Back Gage must be less than 53 1/8» 78 Cotter Pj s Missing N/A

62 Condition 79 Washers @ Broker> Missing O N/A

Y R N/A

SY
Guard Rail Clamps 81 Spring ing
64 Main Track S Y R(NA/
Y R N/A 82 Derailg
65 Turnout Track @e Y l@
é Y R N/A 83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
W

Class 1 Gage 56 to 57 »”» Difference
More than 57 %” Out of Service

Class 3 Gage 56" to 577 84 Conditjon of Line thru entjre turnout
More than 577 to 57 v downgrade to Zg YR

Class 2 and getsa Y

Remarks on pa e 3
GM/IC 11-10-2011

SYR
63 Location of Guard Raijl (Relation to Point) 8 f,fgold Down Deviceg
R ,






T3 Rocls LenT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Oyt of Service.

N/A Not applicable or not measurable,

Reviewed by: Date:
- -—_—

11-10-2011







Mainlin
oy L

Date < -33-24 3
Watchman /f'ﬁi Lanl
I Location Coy,pn,

2 Switch [.D. # 120

3 Facing Trailing__; -

Rail Points 5
4 Point to Point __ St 7/ [?
5 Point Condition

S YR Nothing less than 4 inches or greater than § inches.

6 II;Oint Thq;/w, Min R} 12 ig}:hep on house top point protected

6a Point Opening
N S

R_S

A Y R
8 General Condition of the Points
S)Y R

Heel of Switch

9Main S [ S/(,

10 Turnout -/, V¢

11 Gage ahead o:faenif 56 {/Z
Must not be legs than 56 inches or

more than 57 inches for “S”
( 12 Heel Spread in Inches

Stock Rail

end
Y R

ondition
5
?60 lL:>ose b N/A
17 Missing _hf S N/A
Rivets (Huck Q%[
19 Missing — O A

N/A

20 Cotter Pins Missing - D N/A
21 Jam Nuts Logse O _,&b______,_ N/A
21a Washers Broken Missing

Remarks on page

GMIC 11-10-201

witch Inspection Report Semi-Annual ‘:\x\’VO#
a\\“*
hieed Wy

Inspection Crew M—j NO/ /,g YY)

e /L‘f\_\h

lo43452 3 Page 1 of 3

22 Standard Joints—
SYR

2.2 R N/A
24, Non-Adjus_mbk Braces
S Y RCNA D

25 Rod

(-U R NA

26 #1'Rod (Basket Rod)
Y R

27 od

R
28-#3 Rod

R N/A
2 Rod

Y R NA

30-Closure Rail

R
3 ) of Switch

R

Using a 62’ cord, not over
1”to11/2” fora Y and no

more than 1 1/2” to 1 3/4”

For a R, Great than 13/4” is Out
of Service

Block Ties
S R
witch Adjustments

Yes o
‘H:uQricatno
g Ok>  Dry

itch Targets/Lam —

Ok Missmgs_@
3 Lat{hes
@_) Brokenﬁ_M issing

3 3 ks
0) Broken Missing

eneral Condition
R
sulated Joints
Y R
39a Regular Joints
S YR






Mainline witch Inspection Report Semi-Annu I Wo# Page | of 3
Date Inspection Crew
Watchman A;F
I Location . 22 Standard Joints
2 Switch I.D. # X SYR NA
3 Facing Trailing _\/ // 23 Switch Plates
: , Bl Y R Tt o

Rail Points Thiso L 24 Adjustable Braces g g
4 Point to Point sopth 2 }Q SYR NA X (
5 Point Condition P 24a Non-Adjustable Braces . 4

S YR Nothing less than 4 inches or greater than S inches. S Y R NA l V } f=¢
6 Il; omnt Throw, pgjp li’ 172 inches on house top point protected 25 Front b a)
6a Point Opening ' S YR NA

N__ R m T 26 #1 Rod (Basket Rod)
7 Fit _ _ SYR

S YR Gun® StYi,  SE7 274Red
8 General Condition of the Points _ SYR

S YR G Sy cy 79) 28 #3 Rod
Gage G6- 59 5 S YR NA
Heel of Swi 0 - 5 W ” g 29 #4 Rod
O Maty oh LAV 509, 27 SYR NA
10 Turnout - 30 Closure Rail
11 Gage ahead of Bend SYR

Moust not be legs than 56 inches or 31 Surface of Switch
SYR

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout
13 Main

Stock Rail

14 Bend
S YR
15 Condition
S YR

Bolts

16 Loose
17 Missing —

Rivets (Huck Bolts)

18 Loose
19 Missing
20 Cotter Pins Missing
21 Jam Nuts Loose

N/A
" N/A

_NA
N/A

N/

A

N/A

2la Washers Ok Broken hMissing_

Remarks on page

GMJC 11-10-2011

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
SYR

33 Switch Adjustments
Yes No

34 Lubrication
Ok

35 Switch T argets/Lamps
Ok Missing  N/A

36 Latches
Ok

37 Locks
Ok Broken_

38 General Condition
S YR

39 Insulated Joints
SYR

39a Regular Joints
SYR

Broken‘._M issing____

_‘Missing____






All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.
S Everything is in Specs.

Y Attention needed.
R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by:

11-10-2011






Mainline

Switch Inspection Report Semi-Annual
Date V=34 07 %

WO#_104 3448 Page 1 of 3

Inspection Crew 6/9(91/&/05(:/ /Ue/if)“/?/

Watchman i%//a 1
I Location Coun Sprine
2 Switchl.D. # 12

3 Facing Trailing

Rail Points 1 (

4 Point to Point S | jé
int Condition

5 Po
@ R Nothing less than 4 inches or greater than 5 inches.
6 Point Throw,

e Min 3 172 inches on house top point protected
N ¢ ;I.Z ; pp p
6a Point Opening
NY Y R 4 32/

Sy »

eral Condition of the Points
R
Gage
Heel of Switch /
9 Main 56 e/
10 Turnout <+, S%
11 Gage ahead of Bend g(«'g ;’
Must not be legs than 56 inches @r
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout /

13 Main [7 Vgé

Stock Rail
4 Bend
Y R

15 Condition
Y R

Bolts )

16 Loose __N/A

[7Missing () N/A

I8 Loose |\
19 Missing e
20 Cotter Pins Missing /A

21 Jam Nuts L (O NA
21a Washers @ Broken _ Missing

Remarks on page 3

GNEIC T1-10-2011

2 Standard Joints
S R N/A
2 itch Plates
R

24 Adjus “ Braces

R NA
24§1<£:1-Adjustable Braces

S Y R ¢
Switch Rods
25 Front Rod
Y R NA
26 od (Basket Rod)
CS)Y R
27#2 Rod
Y R
28 #3 Rod
Y R N/A
29¥4 Rod
Y R N/A
sure Rail
R
rface of Switch
" R

sing a 62’ cord, not over

1”to 1 1/2” for a Y and no

more than 1 1/2” to 1 3/4»

For a R, Great than 13/4” is Out
of Service

ad Block Ties

CS5 R
33 Switch gﬂ stments

Yes 0
34 Lubricatt N

Ok D).
35 Switch Targets/Lam ny

Ok Missing___m
36 Latehes \')

<Qk_) Broken___Missing

s
Broken _ Missing

yeneral Condition
Y R

9-tnsulated Joints
> R
39a Regular Joints

S YR






Mainline

50 Location
50a SwitchID. # R
51 Facing

52 Frog Tread N

53 Frog #
54/7 int Condition
R
dition of Frog
R

56 _Surface of Frog
Y R

57 Throat in Inches

72 Flangeway Depth v

Flangeway Depth must not be less than 1 %”
Gage

58 Main Track ;(ﬂ Y / (/)

59 Turnout Track T

Gage must not be less than 56 any class
Guard Rails )
Luard Rails — <, 17 3
60 Guard Rail Gage NS¢ = ? RSY /X
Guard Rail Gage must more than 54 3/8”

61 Back ToBack NSZ ¥ R x 2 %
Back to Back Gage must be less than 53 1/8”

6®dltwn

ocation of Guard Rail (Relation to Point)
SX R
Guard Rail Clamps

64 Mam Er\aNcicD
65 Tumout T ,
S'Y RYA,

Class 1 Gage 56” to 57 15”

More than 57 % Out of Service
Class 3 Gage 56" to 57”

More than 57” to 57 %4” downgrade to

Class 2 and getsa Y
Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties

78 Cotter Pi issing
79 Washer§ Ok JBroken

Page 2 of 3

Y R NA
uard Rail Flangeway <

(Y RN [&r:gR | =T
Guard Rail Flangeway can not be Tess 1 %4”

70.Guard Rail Plates
SX R NA
71 Frog Plates

0
S R N/A

Bolts
i } N/A

73 Loose
74 Missing S NA

Rivets (Huck)

75 Loose -
76 Missing C\) N/A
77 Nuts Missmg O N/A

NA S
__Missingjﬁ

80 Hold Down Devices
R N/A
81 Spring Housing

S'Y RQUA

82 Derails

(Y RNA

83 Maximum difference in any 31’ in Cross
Level on the siding from the Frog Point to
50” beyond the last long tie
Ok  Difference

84 Conc@n of Line thru entire turnout
Y R






Remarks

Page 3 of 3

Okbe yo :L,/PJJ (f \"\/n’,

Nekebe  mow S everl cre il

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

/

Reviewed by: S\)\/\ ‘ (\\X%(Ai\bk{[ Date: g/f‘ - \’{

11-10-2011






Mainline Switch Inspection Report Semi-Annual WO# 1043475 Page 1 of 3
Date -2 - 20] 3 Inspection Crew _ S reejy wesd ~ Ne [S&/
Watchman ZYim 7
1 Location i o 22 Standard Joints
2 Switch.D. # [2¢ IA Y R NA

2 itch Plates

3Facing -~ Trailing

Rail Points

4 Point to Point L k(

5 Point Condition

Y R

24 Adju:s@ccs
R NA

24a Non-Adjustable Braces

S)Y R Nothing less than 4 inches or greater than 5 inches. S Y R
omt Tlg/ow Min 3 172 mg}gzs on house top point protected “3?2::;1?;2;
6a Point Opening , R NA
N_T Y%, R_3S Yp 26 #1 Rod (Basket Rod)
7 Fit Y R
S YR 27 #2 Rod
8 General Condition of the Points Y R
S YR 28¥3'Rod
Gage S )Y R NA
Heel of Switch// 29 #4 Rod
9Main S6 7A Y R NA
10 Tunout 5[, 3 9 30 Ciosure Rail
11 Gage ahead of Bend _ S, 77, Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread jn Inches
Turnout é &ﬂ

13 Main__( ’_};

Stock Rail

SN

“Condition
R

Bolts
16 Loose b\ __N/A
17 stsmg sl _N/A
Rivets (Huck Bolts)
18 Loose ~ ( ~__NA
19 Missing ) N/A_
20 Cotter Pins Mlssmg __N/A
21 Jam Nuts L ).  N/A
2la Washers Broken Missing

Remarks on page 3

GNEIC 11-10-2011

sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
R
33 Switch Adjustments
Yes o>
34 Lubrication
Dry
35-Switch Targets/Lamps
Ok Missingw_,N@
36 Latches
Broken___Missing
37
Broken _ Missing
38 General Condition
Y R
sulated Joints
Y R
39a Regular Joints
S YR

39






Mainline Frog Inspection Report Semi-Annual

50 Location A
50a Switch I.D. #

\\\\\

S Facing > Trailing
52 Frog Tread N S R
R SXY R

1O

53 Frog #
54/79 Point Condition
R

57 Throat in Inches ’V 7.
72 Flangeway Depth 4
Flangeway Depth must nét be less than 1 %”
Gage l{ﬂ
y

58 Main Track T
59 Turnout Track T(

Gage must not be less than 56” any class
Guard Rails Y e
60 Guard Rail Gage N sy il SY Z
Guard Rail Gage must more than 54 3/8”

61 Back ToBack NgZz ® RS2 5
Back to Back Gage must be less than 53 1/8”

62 Condition

6
63 Eocation of Guard Rail (Relation to Point)

R

Guard Rail Clamps
64 Main Track

S R N/A

mout Track

Y R N/A

Class 1 Gage 56” to 57 %”

More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 . downgrade to

Class 2 and gets a Y
Remarks on page 3

GM/JC 11-10-2011

Page 2 of 3

Turnout Ties
ondition
S R N/A
6 1l Movement
Y R N/A
Tie Plates
6 ad
Y R N/A
69 Guard Rail Flangeway
SYRN = R / X%
Guard Rail Flangeway can not be less 1 14”
7 ard Rail Plates

S R N/A
71 Frog Plates
S R N/A
Bolts
73 Loose Q N/A
74 Missing O N/A

Rivets (Huck)
75 Loose &) N/A

76 Missing O N/A
77 Nuts Missing O N/A -

78 Cotter Pins Missing
79 Washer@Bmken_Missing_ N/A
80-Hold Down Devices
Y R N/A

81 Spring Housing

S Y RN/
82 Derails '

S'Y RWA

83 Maximum difference in any 31’ in Cross

Level on the siding from the Frog Point to
50’ bevond the last long tie
Ok  Difference

84 Condition of Line thru entire turnout
Y R






Remarks

Page 3 of 3

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

/ .

Reviewed by: //7 %)/9/ | A - <> // B /<
Y= .

11-10-2011






Vv

\

"\

Mainline -~ Switch Inspection R ort Semi-Annual WO#_(0434¢c3 p, 1of3
\ ‘
o~ Date ‘f/gd -2 3 Inspection Crew (ﬂ; 1e€ wc.é.ﬂ Né[ Sepn
Watchman /4 | lasd
I Location Cous may e 22 Standard Joints
2 Switch I.D. # 124 » 7 R N/A
3 Facing Trailing . _— 23 Switch Plates
Y R
Rail Points . 24 Adjuﬂa% ces
4 Point to Point = /§ R NA
5 Pojnt-Condition 24a Non-Adjustable Braces
S R Nothing less than 4 inches or greater than $ inches, S YR (N@
6 ]l; omt ghrow, Min Rl 12 glches on house top point protected %“/
Y R NA

6a Point Opening
N_5 Yo r_s Y

2
8 General Condition of the Points

S)Y R

Heel of Switch —,

OMain < (7 8

10 Turnout 5S¢ 7, -

11 Gage ahead of Bend S (> ﬁ
Must not be legs than 56 inches or
more than 57 inches for «S”

12 Heel Sp in Inches
Turnoutre? 7f

I3Main__ T 75~

Stock Rail
14 Bend

S\Y R
ISCefidition
¥R

Bolts
16 Loose / a N/A

17 Missing ") N/A

Rivets (Huck Bolts)

18 Loose ANV
19 Missing

20 Cotter Ping Missing
21 Jam Nuts Loose o L
21a Washers Broken __ Missing

Remarks on page
GMJIC 11-10-201

26 #1 Rod (Basket Rod)
R

Z@ROd
245 Rod
s ¥

31 Surface of Switch
S R
ifig a 62’ cord, not over
1”to11/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
3 Block Ties
: R
33 Switch Adjustments
Yes
34 Lubricatio
Ok
35 Switch T argets/Lamps

Ok Missing lzi :/

o

3 ches
Brokenh_Missing__Hd

37 Eoe

39 Insulated Joints
S)Y R

39a Regular doints
SYR






R mi-Ann Page2 of 3

Mainline rog In i
50 Location i
50a Switch ID. # | A4 b 66-Condition
(51 Facing Trailing Y R N/A
Frog Tread N S R 67 Rail Movement
R SY_R 3 ' Y R N/A
53 Frog # i
54/79Point Condition Lead
R %}Y R N/A
55 Condition of F 69 Rail Flange y
R 8 @rd RN agg/ R ¥
56 of Frog Guard Rail Flangeway can not ess 1 %~
S/YR 70 Rail Plates
R N/A
57 Throat in Inches z) 71 Frog Plates
72 Flangeway Depth ¢ R N/A

Flangeway Depth must not be less than 1 1>

[ Bolts /
58 MainTrack S¢( /2 73 Loose % N/A
59 Turnout Track A 74 Missing N/A

Gage must not be less than 56> any class
i 5 Rivets (Huck)

60 Guard Rail Gage N S 37? RSy 3/%{ 75 Loose — QAT
Guard Rail Gage must more han 54 3/8” 76 Missing /A0
61 Back To Back N 5% R_52 ¥} 77 Nuts Missing (D N/A -~
Back to Back Gage must be less than 53 1/8» 78 Cotter Pins Missing @ﬁ’

' Condition 79 Washers roken‘MissingN N/A

R

“Bocation of Guarg Rail (Relation to Point) 80 Hold Down Devices
6&){ R Y R N/A

u il CI pring Housing
64 Main Trac S Y RQv

82 Derails

SYR
65 Tumout T SYRNa>
SYR 83 Maximum difference in any 31’ in Crosg
Level on the siding from the Frog Point to
30” beyond the last long tie
Class 1 Gage 56” to 57 »”» Ok  Difference
More than 57 %” Qut of Service
Class 3 Gage 56” to 5 7”7 84 Con@of Line thru entire turnout
More than 577 to 57 > downgrade to R
Class 2 and getsa Y

Remarks on pa 3
GM/IC 11-10-2011
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Remarks

( g 10
o Kew T Lk 7P LNV TN

20 (13 N
m&ﬁ LadSe [/ . s% :’Aij
{ bt Lonece in He=l Bl L _
D e L BT aunte i n Cpi/7 areg _
£loace bt L F T At . F £eq Area_ _

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class ] for the Yard.

S Everything is in Specs.
Y Attention needed.

R
N/A N

Rev

Immediate attention needed or Oyt of Service.

ot applicable or not measurable,

iewed by:

11-10-2011

Date: 5// (’/ [g







